Hood Weight Information

Table ‘W’

Hood
Model

Approximate Hood
Weight
(Shipping Weight)

Approximate Hood
Weight
(Installed Weight)

SCS, SCR, SCP, ACR,
SCS-FR, FS-ACR, FSR,

95 Lbs.
Per Linear Foot

65 Lbs.
Per Linear Foot

FSP, FSP-A
EC 80 Lbs. 50 Lbs.
Per Linear Foot Per Linear Foot
120 Lbs. 80 Lbs.
EC RS Per Linear Foot Per Linear Foot
EC-FP, EC-FR 95 Lbs. 60 Lbs.

Per Linear Foot

Per Linear Foot

SCS-I, SCR-l, SCP-I,

ACR-I,

SCS-FR-l, FS-ACR-, 190 Lbs. 130 Lbs.

ESR-I Per Linear Foot Per Linear Foot

FSP-I, FSP-A-I

EC-I 160 Lbs. 100 Lbs.
Per Linear Foot Per Linear Foot

EC-RS-I 210 Lbs. 140 Lbs.

Per Linear Foot

Per Linear Foot

EC-FP-I, EC-FR-I

190 Lbs.
Per Linear Foot

120 Lbs.
Per Linear Foot

LPE 55 Lbs. 35 Lbs.
Per Linear Foot Per Linear Foot
50 Lbs. 30 Lbs.
el HEHE Per Linear Foot Per Linear Foot
Notes:

1. Above weights are for hoods only. See Fan information for fan weights.

2. Above weights do not include hood ductwork and other hood items such as ceiling
closure panels, fire system components, etc.

3. Weights based on standard hood width and height for each model.
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